
Material Testing Reports 

 

A. Enclosed herein are the results of material tests 
performed on materials scheduled for removal. 

 
B. Removal of asbestos containing roof materials is work of 

this contract.  Removal procedures shall conform to 
requirements contained in Specification Section 02 82 
13.13 Glovebag Asbestos Abatement. 

 
C. Removal of lead containing paint products is work of this 

contract.  Removal procedures shall conform to requirement 
contained in Specification Section 02 83 33.13 Lead Based 
Paint Removal and Disposal. 
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November 29, 2010 
 
Margie Jacobs 
Tate/Hill/Jacobs Architects 
346 East Main Street 
Lexington, Kentucky 40507 
 
RE: Lebanon National Cemetery Asbestos Survey 
 ASTI Project A6928 
 
Dear Ms. Jacobs: 
 
Air Source Technology, Inc. conducted an asbestos-containing building material 
renovation survey at the Lebanon National Cemetery Meigs Lodge on November 
17, 2010.  Suspect building material samples were collected and analyzed for 
asbestos content.  The following table summarizes the sampling and results: 
 

Suspect Asbestos Building Material Samples 
Sample ID Location/Description Asbestos (%) 

A-1 Attic / Spray-in insulation None Detected 
A-2 Exterior / Upper Roof Coating None Detected 
A-3 Exterior / Lower Roof Coating 2% Chrysotile 
A-4 Exterior / Roof Flashing Lower Roof 2% Chrysotile 

A-5(a) Kitchen / Linoleum 20% Chrysotile 
A-5(b) Kitchen / Linoleum Adhesive None Detected 
A-6(a) 1st Floor Bath / Linoleum 20% Chrysotile 
A-6(b) 1st Floor Bath / Linoleum Adhesive None Detected 

A-7 Exterior / Window Putty None Detected 
A-8 Kitchen / 12” Ceiling Tile None Detected 
A-9 Office 1st Floor / 12” Ceiling Tile with Holes None Detected 
A-10 Office 1st Floor / 2’ Drop Ceiling Tile None Detected 
A-11 Basement / Wall Plaster None Detected 
A-12 Office 1st Floor / Wall Plaster None Detected 
A-13 Office 1st Floor / Ceiling Plaster None Detected 

Note: Greater than 1% is defined as asbestos-containing 
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As you can see, lower roof coating, lower roof flashing, Kitchen linoleum, and 1st Floor 
Bathroom linoleum were identified as asbestos-containing materials.  Crawlspace pipe 
insulation (under Kitchen) and exterior transite siding (2nd floor) were assumed to be 
asbestos-containing. 
 
 
At this point, ASTI estimates the total of asbestos-containing materials to be as follows: 

ACBM Material Estimated Quantity 
Lower Roof Coating 285 square feet 
Lower Roof Flashing  30 square feet 
Kitchen Linoleum  210 square feet 
1st Floor Bathroom Linoleum  20 square feet 
Pipe Insulation (Crawlspace) 40 linear feet 
Exterior Transite Siding (2nd Floor) 1000 square feet 
 

 
 
Air Source Technology, Inc. appreciates the opportunity to be of service to you and 
Tate/Hill/Jacobs Architects.  Should you have any questions or additional needs, please 
call me at (859) 299-0046. 
 
Yours truly, 

 
Michael B. McGonigle, CIEC, MSPH 
Senior Industrial Hygienist 
AHERA Inspector/Management Planner # P10-03-0356 
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Photograph #1: Pipe insulation 
(assumed ACM) in crawlspace. 

Photograph #2: Attic insulation (Sample 
A-1). 

Photograph #3: Upper roof coating 
(Sample A-2). 

Photograph #4: Lower roof coating and 
flashing (Sample A-3 & A-4). 

Photograph #5: Kitchen linoleum 
(Sample A-5). 

Photograph #6: 1st Floor Bathroom 
linoleum (Sample A-6). 

A-4 

A-3 
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Photograph #7: Exterior window putty 
(Sample A-7). 

Photograph #8: Kitchen ceiling tile 
(Sample A-8). 

Photograph #9: 1st Floor Office 12” 
ceiling tile with holes (Sample A-9). 

Photograph #10: 1st Floor Office drop 
ceiling tile (Sample A-10). 

Photograph #11: Basement wall plaster 
(Sample A-11). 

Photograph #12: 1st Floor Office wall 
plaster (Sample A-12). 
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Photograph #13: 1st Floor Office ceiling 
plaster (Sample A-13). 

 

 



Sample Locations 

A-11 



A-5 

A-6 

A-7 

A-8 

A-10 

A-9 
A-12 

A-13 

Sample Locations 



A-1 

Sample Locations 



 

A-2 

A-3 A-4 

Sample Locations 
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November 29, 2010 
 
Margie Jacobs 
Tate/Hill/Jacobs Architects 
346 East Main Street 
Lexington, Kentucky 40507 
 
RE: Lebanon National Cemetery Lead Paint Survey 
 ASTI Project A6928 
 
Dear Ms. Jacobs: 
 
Air Source Technology, Inc. conducted a lead paint renovation survey at the 
Lebanon National Cemetery Meigs Lodge on November 17, 2010.  Paint samples 
were collected and analyzed for lead content.  The following table summarizes the 
sampling and results: 
 

Paint Samples 
Sample ID Location/Description Lead (%) 

L-1 1st Floor Office / White Ceiling Paint 0.29 
L-2 Exterior / White Metal Window Grate 30 
L-3 Front Porch / Gray Floor Paint 0.22 
L-4 Kitchen / White Window Sill Paint 6.3 
L-5 1st Floor Office / White Baseboard Paint 0.082 
L-6 1st Floor Office / Interior White Wood Door Paint 0.20 
L-7 1st Floor Office / Interior White Wood Door Trim Paint 0.069 
L-8 1st Floor Office / White Wall Paint 0.14 
L-9 Basement / White Wall Paint <0.0049 

L-10 Basement / White Ceiling Paint 1.5 
L-11 Basement / White Paint on Iron Pipe 0.0086 

Note: Greater than 0.5% is defined as lead-containing 
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As you can see, lead paint was identified on the metal window grate, interior window sill, 
and interior basement ceiling. 
 
Air Source Technology, Inc. appreciates the opportunity to be of service to you and 
Tate/Hill/Jacobs Architects.  Should you have any questions or additional needs, please 
call me at (859) 299-0046. 
 
Yours truly, 

 
Michael B. McGonigle, CIEC, MSPH 
Senior Industrial Hygienist 
Lead Risk Assessor KY# 41-009 
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Photograph #1: 1st floor office ceiling 
paint (Sample L-1). 

Photograph #2: Metal window grate paint 
(Sample L-2). 

Photograph #3: Porch floor paint 
(Sample L-3). 

Photograph #4: Interior window sill paint 
(Sample L-4). 

Photograph #5: 1st floor office baseboard 
paint (Sample L-5). 

Photograph #6: 1st Interior door paint 
(Sample L-6). 
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Photograph #7: Interior door trim paint 
(Sample L-7). 

Photograph #8: Interior wall paint 
(Sample L-8). 

Photograph #9: Basement wall paint 
(Sample L-9). 

Photograph #10: Basement ceiling paint 
(Sample L-10). 

Photograph #11: Basement pipe paint 
(Sample L-11). 
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